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STATE OF UTAH FORM 3

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING AMENDED REPORT

(highlight changes)
5. MINERALLEASE NO: 6. SURFACE:APPLICATION FOR PERMIT TO DRILL ML-28042 Federal

1A. TYPE OF WORK: DRILL REENTER DEEPEN 7. IF INDIAN,ALLOTTEE OR TRIBE NAME:

B. TYPE OF WELL: OIL GAS OTHER SINGLE ZONE MULTIPLEZONE
8. UNITor CA AGREEMENT NAME:

2. NAMEOF OPERATOR: 9. WELL NAMEand NUMBER:
Thurston Energy Operating Company Thurston 10-15-9-24
3. ADDRESS OF OËERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
PO BOX 240 eriv Vernal UT , 84078 (435) 789-2653 A.ledesignated lÄ W60-7
4. LOCATIONOF WELL (FOOTAGES) 11.MERRT R SECTION, TOWNSHIP, RANGE,

AT SURFACE: 1864' FSL & 2085' FEL NWSE 15 9S 24E
AT PROPOSED PRODUCINGZONE: SAME AS ABOVE

14. DISTANCE IN MILESAND DIRECTION FROM NEAREST TOWN OR POST OFFICE: 12, COUNTY: 13. STATE:

38.1 miles South of Vernal, UT Uintah UTAH

15. DISTANCE TO NEAREST PROPERTY OR LEASE LINE(FEET) 16. NUMBEROF ACRES IN LEASE: 17. NJMBER OF ACRES ASSIGNED TO THIS WELL:

1864' 616.59 40
18. DISTANCETO NEAREST WELL (DRILLING,COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIED FOR) ON THIS LEASE (FEET)
3,100' 8,000 0269434510

21. ELEVATIONS(SHOW WHETHER DF, RT, GR, ETC.): 22. APPROXIMATE DATE WORKWILLSTART: 23. ESTIMATEDDURATION:

5363.2 GR 12/31/2005 30 DAYS

24. PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY,YIELD, AND SLURRY WEIGHT

12 1/4 8 5/8 J-55 36# 2,000 PREMlUM LITE Il 250 SX 3.38 CF 11.0 PPG
CLASS "G" 329 SX 1.2 CF 15.6 PPG
CALCIUMCHLORIDE 200 SX 1.10 CF 15.6 PPG

7 7/8 4 1/2 N-80 11.6# 8,000 PREMlUM LITE Il 200 SX 3.3 CF 14.3 PPG

25 ATTACHMENTS CONRDENTIAL
VERIFY THE FOLLOWINGARE ATTACHED IN ACCORDANCE WITHTHE UTAHOILANDGAS CONSERVATION GENERAL RULES:

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN

O EVfDENCE OF DIVISIONOF WATER RIGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANY OTHER THAN THE LEASE OWNER

NAME(PULEEASEP A R
DATE AGE4

2005

(This space for State use only)

Utah Division RECENED
API NUMBERASSIGNED: P VAL:

(11/2001) (S UN.0F0\L,GAS&



T9S, R24E, S.L B.&M. THURSTON ENERGY OPERATING COMPANY
S89°59'W - 39.95 (G.L.O.) WELL LOCATION, THURSTON 10-15-9-24,

N8959'34"W - 2637.13' (Meas.) S89°35'W
- 39.67 (G.L.O.) LOCATED AS SHOWN IN THE NW 1/4 SE

Found 1977 Brass Found 1977 Brass 1/4 OF SECTION 15, T9S, R24E, S.L.B.&M.
cap o Ca 1 abov5e nd UlNTAH COUNTY, UTAH.
Stones

WELLLOCATION: NOTES:
THURSTON10-15-9-24 1. Well footages are rneasured at right

angles to the Section Lines NELEV. UNGRADED GROUND = 5364.9
Found 1977 Brass 2. Bearings are based on Global Positioning
Cap 1' above Satellite observations.
ground. Pile of

1/4 Corner not 15
monumentedo Proposed

Lot 1

THIS IS TO CERTIFY gTRI.Rg PLAT WAS
PREPARED FROM Fl O F AL SURVEYS
MADE BY ME OR Y SU AND THAT

·. dy N THE SAME ARE Tg 60CôWO THE BEST OF
MY KNOWLEDGE Œ LlgLBY R. 7

ot 3

Lot 4 .

RAY

Lot 2
oz RE TE 4. R

Found 1977 Brass R ISTRA o. 1crapun0 o
5 STATE OF UTAH

Stones

N89 48'54"W - 2624.67' (Meas.)
S89°51'26"W

- 2622.78' (Meas.) Found 1977 TIMBERLINE LAND SURVEYING, INC.N89°51'W - 39.76 (G.L.O.) ound 1977 S89°51'W - 39.73 (G.L.O.) BrainCeaSp. Piie 38 WEST 100 NORTH. - VERNAL, UTAH 84078
Pile of (435) 789-1365
stones THURSTON 10-15-9-24

A = SECTlON CORNERS LOCATED (Proposed wellHead) DATE SURVEYED:
SURVEYED BY: K.R.K. SHEET

BASIS OF ELEVATION IS BENCH MARK 46 EAM LOCATED IN NAD 83 Autonomous
10-15-05

THE SW 1/4 OF SECTION 23, T9S, R24E, S.L.B.&M. THE LATITUDE =
40° 02' 01.4,, DATE DRAWN:

DRAWN BY: J.R.S. 2
ELEVATION OF THIS BENCH MARK IS SHOWN ON THE LONGITUDE=

109° 11' 53.9"
BONANZA 7.5 MlN. QUADRANGLE AS BEING 5550'. SCALE: 1" =

1000, Date Last Revised: OF



STATE OF UTAH FORM 3
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING AMENDED REPORT
(highlight changes)

5. MINERALLEASE NO: 6. SURFACE:APPLICATION FOR PERMIT TO DRILL ML-28042 Federal
1A. TYPE OF WORK: DRILL REENTER DEEPEN 7.)FINDIAN, ALLOTTEEOR TRIBE NAME:

B. TYPE OF WELL: OIL GAS OTHER SINGLEZONE MULTIPLEZONE
6. UNITor CA AGREEMENT NAME:

2. NAMEOF OPERATOR: 9. WELL NAME and NUMBER:Thurston Energy Operating Company Thurston 10-15-9-24
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:PO BOX 240 Vernal UT , 84078 (435) 789-2653 JJedesignated 1À I ri etd4. LOCATIONOF WELL (FOOTAGES) 11.MERR/QTARNSECTION, TOWNSHIP. RANGE,

ATSURFACE: 1864' FSL & 2085' FEL
NWSE 15 9S 24E

AT PROPOSED PRODUCINGZONE: SAME AS ABOVE

14. DISTANCE IN MILESAND DIRECTION FROM NEAREST TOWN OR POST OFFICE: 12. COUNTY: 13. STATE:
38.1 miles South of Vernal, UT Uintah UTAH

15. DISTANCE TONEAREST PROPERTY OR LEASE LINE(FEET) 16. NUMBEROF ACRES IN LEASE: 17. NJMBER OF ACRES ASSIGNED TO THIS WELL:

1864' 616.59 40
18. DISTANCE TONEARESTWELL (DRILLING,COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:APPUED FOR) ON THIS LEASE (FEET)
3,100' 8,000 0269434510

21. ELEVATIONS(SHOW WHETHER DF, RT, GR, ETC.): 22. APPROXIMATE DATE WORK WILLSTART: 23. ESTIMATEDDURATION:

5363,2 GR 12/31/2005 30 DAYS

24. PROPOSED CASING AND CEMENTINGPROGRAM
SIZE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY,YlELO, AND SLURRY WEIGHT

12 1/4 8 5/8 J-55 36# 2,000 PREMlUM LITE Il 250 SX 3.38 CF 11.0 PPG
CLASS "G" 329 SX 1.2 CF 15.6 PPG
CALCIUMCHLORIDE 200 SX 1.10 CF 15.6 PPG

7 7/8 4 1/2 N-80 11.6# 8,000 PREMIUM LITE Il 200 SX 3.3 CF 14.3 PPG

25. ATTACHMENTS CONFllENTIAI.
VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITHTHE UTAHOILANDGAS CONSERVATION GENERAL RULES:

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN

2 EVIDENCE OF DIVISIONOF WATER RIGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASE OWNER

SNAME(PULEEASEP A R
TTE A1G1E4

2005

(This space for State use only)

RECENED
API NUMBERASSIGNED: APPROVAL:

NOVi 8 2005
(11/2001) (See Instructions on ReverseSide) DN.0F0\L,GAS&M\NIN



T9S, R24E, S.L B.&M. THURSTON ENERGY OPERATING COMPANY
S89°59'W

- 39.95 (G.L.O.) WELL LOCATION, THURSTON 10-15-9-24,
N89°59'34"W

- 2637.13' (Meas.) S89°35'W
- 39.67 (G.L.O.) LOCATED AS SHOWN IN THE NW 1/4 SE

Found 1977 Brass Found 1977 Brass 1/4 OF SECTION 15, T9S, R24E, S.L.B.&M.
Capun0d4 aebove Caepd1°

abov5eN Ynd. UINTAH COUNTY, UTAH.
Stones

WELLLOCAT10N: NOTES:
THURSTON10-15-9-24 1. Welf footages are measured at right

angles to the Section Lines. NELEV. UNGRADED GROUND = 5364.9
Found 1977 Brass 2. Bearings are based on Global Positioning
Cap 1' obove Satellite observations.
ground. Pile of
Stones

CD 1/4 Corner not
9- monumented
o Proposed

Lot 1

THIS IS TO CERTIFY ggTRLRg PLAT WAS
-. PREPARED FROM FI WO F AL SURVEYS

MADE BY ME OR Y SU AND THAT
. N THE SAME ARE T 00C§RR1 THE BEST OF

o '. MY KNOWLEDGE Oc LlŠLBY R.

..ot 3

Lot 4

RAY

Lot 2
oz RE TE 4 R

Found 1977 Brass . I R lŠTRA o. 1
Cap 0.2' above M.S.
ground. Pile of .. 227 5220 STATE OF UTA
Stones N /

N89°48'54"W
- 2624.67' (Meas.) S89 51'26"W - 2622.78' (Meas.) Found 1977 TIMBERLINE LAND SURVEYING, INC.N89°51'W

- 39.76 (G.L.O.) ound 977 S89 51'W - 39.73 (G.L.O.) BraLCap. Pile 38 WEST 100 NORTH. - VERNAL, UTAH 84078
Pile of (435) 789-1365
stones THURSTON 10-15-9-24

A = SECTION CORNERS LOCATED (Proposed Well Head) A- 5SUOR5VEYED:
SURVEYED BY: K.R.K. SHEET

BASIS OF ELEVATIONIS BENCH MARK 46 EAM LOCATED IN NAD 83 Autonomous
THE SW 1/4 OF SECTION 23, T9S, R24E, S.L.B.&M. THE LATlTUDE =

40° 02' 01.4" OAK29DRAWN: DRAWN BY: J.R.S. 2
ELEVATIONOF THIS BENCH MARK 1S SHOWN ON THE LONGITUDE=

109° 11' 53.9"
BONANZA 7.5 MIN. QUADRANGLEAS BEING 5550'. SCALE: 1" =

1000, Date Last Revised: OF
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T8S

Proposed Well Location: See Topo "B" s e
Thurston ' 0 5 9-24

LEGEND THURSTON ENERGY OPERATING COMPANY

g = PROPOSED WELL LOCATION ( B-3430 ) = COUNTYROADCLASS Thurston 10-15-9-24
«- = EXISTINGROAD

& NUMBER SECTION 15, T9S, R24E, S.L.B.&M.
===mm = EXISTINGROAD(TO BE IMPROVED) 1864' FSL & 2085' FELmass = PROPOSED ACCESS ROAD N

ITOPOGRAPHIC MAP "An DATESURVEYED:10-15-05 Timberline Land Surveying, Inc. SHEET
DATE DRAWN: 11-02-05 38 West 100 North Vernal, Utah 84078 7

REVISED: (435) 789-1365 OF
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SANDARD FORM 299(1/99)
Prescribed by DOI/USDAIDOT
P.I. 96-487 and Federal FORM APPROVED
Reister Notice 5-22-95 APPLICATION FOR TRANSPORTATION AND OMB NO. 1004-0060

UTILITYSYSTEMS AND FACILITIES Expires: December 31, 2001

ON FEDERAL LANDS FOR AGENCY USE ONLY
NOTE: Before completing and file application, the applicant should completely review this package and Application Number

schedule a preaplication meeting with representatives ofthe agency responsible for processing the
application. Each agency may have specific and unique requirements to be met in preparing and processing
the application. Many times, with help of the represenative, the application can be completed
at the application meeting. Date Filed

1 Name and address of the applicant (include Zip 2 Name, title,and address of authorized agent if different 3 TELEPHONE (area code)
code) from item 1 (include zip code)

Thurston Energy Operating Co. William A Ryan Applicant
2754 W. Hwy. 40 290 S 800 E 4 2653
Vernal, UT 84078 Vernal, UT 84078 Authorized Agent

435-789-0968
4

a Individual

b Corporation"

d State Governmentistate Agency

e Local Government

* If checked complete suppliemental page

6 If an individual, or partnership are you a citizen(s) of the United States?

7 Project description (describe in detail): (a) Type of system or facility, e.g., canal, pipeline, road);(b) related structuresand facilities; (c) physical
specifications (lenth, width, grade, etc.); (d) term of years needed: (e) time of year of use or operation; (f)Volume or amount of production to be transported;
(g)duration and time of construction; and (h) temporarywork area needed for construction (Attach additionalsheets, if additional space is needed.)
Please see attached A.P.D.

8 Attach a map covering area and show location of proposal

9 State or Local government approval Attached Applied for Not Required

10 Nonreturnable application fee: Attached Not Required

11 Does Project cross international or affect international waterways? Yes No

12 Give statement of your technicaland financial capability to conduct, operate, maintain, and terminatesystem for which aauthorization id being requested
Thurston Energy Operating Company has the financial capabillity to construct, operate, maintain,

ËËfÊÑEDthe proposed drilling program

NOV18 2005
DIV.0FOIL,GAS&MINING

(continued on reverse) This form is authorized for local



13 a Describe other reasonable alternative routs ar es considered.

None were considered

b Why were these alternatives not selected

Please see attached APD.

c Give explanation as to why it is necessary to cross Federal Lands.

To access State minerals located below Federal surface

14 List authorizationand pending application filed for similarprojects which may provide information to authorizing agency. (specify number, date,
code, or name)

An Application for Permit to Drill has been filed with the State of Utah Division of oil,
Gas and Mining.

15 Provide statement of need for project, including the economic feasibility and items as: (a) cost of proposal (construction, operation, and
maintenance); (b) estimated cost of next best alternative; and © e×pected public benefits.
a. Please see attached APD.
b. Please see attached APD.

16 Describe probable effects on the population in the area, including the social and economic aspects, and the rural lifestyles.
There will be no significant impacts on the areas population, social or economic aspects
or the rural lifestyle from the proposed project.

17 Describe likely environmental effects project will have on: (a) air quality: (b) visual impacts: © surface and ground water quality and
Quantity;(d) the control or structural change on any stream or other body of water; (e) existing noise levels; and (f) the surface of the land including
vegetation, permafrost, soil, and soil stability.
a. minimal d. no change
b. minimal e. minimal
c.minimal f. minimal

18 Describe the probable effects that the proposed project will have on (a) populations of fish, plantiike, wildlife, and marine life, including threatened and
endangered species; and (b) marine mammals, including hunting, capturing, collecting, or killing these animals.
a. There will be little or no impacts on fish, plantlife, wildlife, and threatened and endangerd species
b. NA

19 State whether any hazardous material, as defined in this paragraph, will be used, transportedor stored on or within the right-of-way or any of
the right-of-way facilities, or used in the construction, operation, maintenance or terminationof the right-of-way or any of its facilities. "Hazardous
Material" means any substance, pollutant or contaminant that is listed as hazardous under the Comprehensive Environmental Response, Compensation,
and LiabilityAct of 1980, as amended, 42 U.S.C. 9601 et seq., and its regulations. The definition of hazardous substances unsure CERCLA includes any
"hazardous waste" as defined in the Resource Conservation and Recovery Act of 1976 (RCRA), ass amended, 42 U.S.C. 6901 et seq., and its regulations.
The term hazardous material also includes any nuclear or byproduct material as defined by the Atomic Energy Act of 1954, as amended, 42 U.S.C. 2011
et seq. The term does not include petroleum, including crude oilor any fraction thereofthat is not otherwise specifically listed or described as a
hazardous substance, under CERCIA Section 101(14), 42 U.S.C. 9601(14), nor does the term include natural gas.

Please see attached APD.

20 Name all the Department(s)/Agency(ies) where this application is being filed.
Bureau of Land Management, Vernal Field Office. Vernal, UT

Cc: Utah Division of Oil, Gas and Mining.
I HERËbY GENTIVY, Ihat Iam of legal age and authorized to do businessin the State and that Ihave personally examined the information contained the information
contained in the application and believe thatthe formation submitted in correct to the best of my knowledge.

Signature of applicant Date

11/14/2005

Tital 18, U.S.C. Section 1001, make a crime for any person knowingly and willfullyto make to any department or agency of the Utah States any false.
fictitous, or fraudulent statements or representations as to any matter within its



O O

Ten Point Plan

Thurston Energy Operating Company

Thurston 10-15-9-24

Surface Location NW ¼ SE ¼, Section 15, T. 9S., R. 24E.

1. Surface Formation

Green River

2. Estimated Formation Tops and Datum:

Formation Depth Datum
Green River Surface +5,363' G.L.
Uteland Butte Limestone 3,545 +1,818'
Wasatch 3,635 +1,728'
Mesaverda 5,385 -22'

Buck Tounge 6,810 -1,447'

Castlegate 6,880 -1,517'

TD 8,000 -2,637'

A 11" hole will be drilled to 2,000' +/-. The hole depth will depend on the
depth that the Birds Nest Zone is encountered. The hole will be drilled 400'
beyond the top of the Birds Nest.

3. Producing Formation Depth:

Formation objective includes the Green River, Wasatch, Mesaverde and its sub-
members.

Off Set Well information
Permitted/Drilled:

Thurston 5-15-9-24
RSW 12ML-14-9-24
RSW 13ML-14-9-24
Bonanza 9-24-32-22
Bonanza 5-22-9-24

Abandon Locations:
Federal 21-14
State 14-16

Shut in Well:
Dirty Devil 31-15 A

Water Well:
Federal
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4. Proposed Casing:

Hole Casing Coupling Casing
Size Size Weight/FT Grade & Tread Depth New/Used
11 8 5/8 36# J-55 STC 2000 NEW
7 7/8 4 ½ l1.6# N-80 LTC T.D. NEW

Cement Program:

The Surface Casing will be cemented to the Surface as follows:

Casing Cement Cement Cement Cement
Siz_e Type Amounts Yield Weight

Lead:
8 5/8 Premium Lite II 250 sks. +/- 3.38ft3/sk 11.0 ppg

.05#/sk Static Free

.25#/sk Cello Flake
5#/sk KOL Seal
.002 gps FP-6L
10% Bentonite

.5% Sodium Metasilicate
3% Potassium Chloride

Tail:

8 5/8 Class "G" 329 sks. +/- 1.2ft3/sk 15.6 ppg
2% Calcium Chloride
.25#/sk Cello Flake

Top Job:

8 5/8 4% Calcium Chloride 200 sks. +/-1.10ft3/sk 15.6 ppg
.25#/sk Cello
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Production casing will be cemented to 2,500' or higher as follows:

Casing Cement Cement Cement Cement
Size Type Amounts Yield Weight

Lead:
4 1/2 Premium Lite II 200 sks +/- 3.3ft3/sk 11.0 ppg

.25#/sk Cello Flake

.05#/sk Static Free
5#/sk Kol Seal
3% Potassium Chloride
.055 gps FP-6L
10% Bentonite

.5 Sodium Metasilicate

Tail:
4 1/2 Class "G" 400 sks +/- 1.56ft3/sk 14.3 ppg

.05% Static Free
2 Sodium Chloride
.1%

R-3
2% Bentonite

5. BOP and Pressure Containment Data:

The anticipated bottom hole pressure will be less than 3000 psi.

A 3000-psi WP BOP system as described in the BOP and Pressure Containment
Data (attached) will be installed and maintained from the 8 5/8" surface casing.
The BOP system including the casing will be pressure tested to minimum
standards set forth in "On Shore Order #2". The BOP will be mechanically
checked daily during the drilling operation.

6. Mud Program:

Mud weight Viscosity Fluid Loss
Interval lbs./gal. Sec./OT. Ml/30 Mins. Mud Type

0-2000 Air/Clear Water ------ No Control Water/Gel
2000-T.D. 8.4-12.0 30 8-10
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7. Auxiliary Equipment

Upper Kelly cock, full opening stabbing valve, 2 ½" choke manifold and pit level
indicator.

8. Testing, Coring, Sampling and Logging:

a) Test: None are anticipated.

b) Coring: There is the possibility of sidewall coring.

c) Sampling: Every 10' from 2000' to T.D.

d) Logging: Type Interval
DLL/SFL W/GR and SP T.D. to Surf. Csg
FDC/CNL W/GR and CAL T.D. to Surf. Csg

9. Abnormalities (including sour gas):

No abnormal pressures, temperaturesor other hazards are anticipated. Oil and
gas shows are anticipated in the Wasatch Formation. Other wells drilled in the
area have not encountered over pressured zones or H2S.

10. Drilling Schedule:

The anticipated starting date is 12/31/05 . Duration of operations is
expected to be 30
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THURSTON ENERGY OPERATING COMPANY

13 POINT SURFACE USE PLAN

FOR WELL

THURSTON 10-15-9-24

LOCATED IN NW ¼ SE ¼

SECTION 15, T.9S, R24E, S.L.B.&M.

UINTAH COUNTY, UTAH

LEASE NUMBER: ML-28042

SURFACE OWNERSHIP:
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1. Existing Roads: will be graded once per year
minimum and maintained.

Thurston Energy Operating CO
A) Approximate length 2415 ft

Thurston #10-15-9-24 B) Right-of-Way width 30 ft
C) Running surface 18 ft

Section 15, T9S, R24E D) Surface material Native soil
E) Maximum grade 5%

Starting in Vernal, Utah: F) Fence crossing None
G) Culvert None

Proceed in an easterly, then H) Turnouts None
southerly direction from Vernal, I) Major cuts and fills None
Utah along US Highway 40 J) Road Flagged Yes
approximately 3.3 miles to the K) Access road surface ownership
junction of State Highway 45; exit Federal
right and proceed in a southerly L) All new construction on lease
direction along State Highway 45 Yes
approximately 33.4 miles to the M) Pipe line crossing No
junction of the Little Bonanza
Road, County B Road 3430; exit Please see the attached location plat
right and proceed in a for additional details.
southwesterly direction along the
Little Bonanza road An off lease Right-of-Way will not
approximately 0.9 miles to the be required.
proposed access road; follow road
flags in a southeasterly direction All surface disturbances for the road
approximately 2,415 feet to the and location will be within the lease
proposed location. boundary.

Total distance from Vernal, Utah
to the proposed well location is 3. Location of existing wells
approximately 38.1 miles.

The following wells are located within
All existing roads to the proposed a one-mile radius of the location site.
location are State of Utah, BLM
maintained or County Class D roads. A) Producing well None
Please see the attached map for B) Water well
additional details. WRNUM 49-267

C) Abandoned well
State 14-16

2. Planned access road Federal 21-14
D) Temp. abandoned well None

The proposed access road will be E) Disposal well
approximately 2,415' +/- of new Federal 14-10
construction on lease. The road F) Drilling /Permitted well

Thurston 5-15-9-24
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RSW 12ML-14-9-24 or off lease, of production, will have
RSW 13ML-14-9-24 prior written approval form the
Bonanza 9-24-32-22 authorized officer.
Bonanza 5-22-9-24

G) Shut in wells If the well is capable of economic
Dirty Devil 31-15A production a surface gas line will be

H) Injection well None required.
I) Monitoring or observation well

None Approximately 2,740' +/- of 3"
surface pipeline would be

Please see the attached map for constructed on Federal Lands. The
additional details. pipeline will tie into the existing

pipeline in Sec 15, T9S, R24E. The
pipeline will be strung and boomed

4. Location of tank batteries, production to the north of the location and
facilities and production gathering parallel to the access roads.
service lines.

An off lease Right-of-Way will not
All production facilities are to be be required.
contained within the proposed
location site. Please see the attached Please see the attached location
plat plan for a typical gas well diagrams for pipeline location.
separator installation and well site There will be no additional surface
piping. disturbances required for the

installation of a gathering line.
All permanent (on site for more than
six months or longer) structures The gas meter run will be located
constructed or installed will be within 500' of the wellhead. The gas
painted a Carlsbad Canyon color. line will be buried or anchored down
Facilities required to comply with from the wellhead to the meter.
O.S.H.A. (Occupational Safety and Meter runs will be housed and/or
Health Act) will be excluded. The fenced.
required paint color is Carlsbad
Canyon. The gas meter will be calibrated and

All tanks will be surrounded by a the tank strapped in place prior to
dike of sufficient capacity to contain any deliveries. Tests for meter
the storage capacity of the largest accuracy will be conducted monthly
tank in the battery. The integrity of for the first three months on new
the dike will be maintained. meter installations and at least

quarterly thereafter. The authorized
The operator will adhere to all site officer will be provided with a date
security guidelines and regulation and time for the initial meter
identified in 43 cfr 3126.7. calibration and all future meter-

proving schedules. A copy of the
All off lease storage, off lease meter calibration report will be
measurement, commingling on lease submitted to the BLM's Vernal
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District office and State of Utah, drilling will come from a frac
Division of Oil, Gas, and Mining. tank placed on location and from
All measurement facilities will the rig tank. The pit will be used
conform to API (American to hold non-flammable materials
Petroleum Institute) and AGA such as cuttings, salt, drilling
(American Gas Association) fluids, chemicals, produced
standards for gas and liquid fluids, etc.
hydrocarbon measurement.

B) Produced fluids:

5. Location and type of water supply Produced water will be confined
to the reserve pit, or if deemed

Water for drilling and cementing necessary, a storage tank for a
will come from The White River period not to exceed 90 days
at the Bonanza Bridge, Permit after initial production. During
# - T75376. the 90-day period an application

for approval for permanent
disposal method and location will

6. Source of construction materials be submitted to the authorized
officer.

All construction material for this
location site and access road shall be C) Garbage:
borrow material accumulated during
construction of the location site and A trash cage fabricated from
access road. Additional road gravel expanded metal will be used to
or pit lining material will be obtained hold trash on location and will be
from private resources. removed to an authorized landfill

location.

7. Methods for handling waste disposal D) Sewage:

A) Pit construction and liners: A portable chemical toilet will be
supplied for human waste.

The reserve pit will be
approximately 12 ft. deep and E) Site clean-up:
most of the depth shall be below
the surface of the existing ground After the rig is moved off the
Please see the attached plat for location the well site area will be
details. cleaned and all refuse removed.

The reserve pit will be lined.
8. Ancillary facilities

The reserve pit will be used to
store water for drilling. A semi- There are no ancillary facilities
closed system will be used to planned at this time and none are
drill the well. All fresh water for foreseen for the future.
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9. Well-site layout D) Standard steel, wood or pipe
posts shall be used between the

Location dimensions are as follows: corner braces. Maximum
distance between any two posts

A) Pad length 345 ft shall be no greater than 16 ft.
B) Pad width 260 ft
C) Pit depth 12 ft E) All wire shall be stretched by
D) Pit length 150 ft using a stretching device before
E) Pit width 75 ft it is attached to the corner posts.
F) Max cut 18.8 ft
G) Max fill 8.9 ft
H) Total cut yds. 8,020 cu yds 10. Plans for restoration of the surface
I) Pit location East end
J) Top soil location Prior to construction of the location,

North and West ends the top 6 inches of soil material will
K) Access road location be stripped off the location and the

West end pit area. The topsoil removed and
L) Flare Pit corner C piled will amount to approximately

1,500 cubic yards of material.
Please see the attached location Topsoil will be stockpiled in one
diagram for additional details. distinct pile. Placement of the

topsoil is noted on the attached
All pits will be fenced according to location plat. The topsoil pile from
the following minimum standards: the location will be seeded as soon

as the soil is stock piled with the
A) Thirty nine inch net wire shall seed mix listed. When all drilling

be used with at least one strand and completion activities have been
of wire on top of the net wire. completed and the pit back-filled
Barbed wire is not necessary if the topsoil from the pit area will be
pipe or some type of spread on the pit area. The pit area
reinforcement rod is attached to will be seeded when the soil has
the top of the entire fence. been spread. The unused portion of

the location (the area outside the
B) The net wire shall be no more dead men) will be re-contoured.

than 2 inches above the ground.
The barbed wire shall be 3 The dirt contractor will be provided
inches above the net wire. with an approved copy of the
Total height of the fence shall surface use plan prior to
be at leas 42 inches. construction activities.

C) Corner posts shall be cemented Changes to the drainage during the
and/or braced in such a manner construction activities shall be
to keep the fence tight at all restored to its original line of flow
times.
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or as near as possible when the pit B) Seed Mix:
is back-filled To be determined by the
All disturbed areas will be re- Authorized Officer.
contoured to the approximate
natural contours. Prior to back
filling the pit the fences around the 11. Surface ownership:
reserve pit will be removed.

Access road Federal
The reserve pit will be reclaimed Location Federal
within 90 days of well completion. Pipe line Federal
If the reserve pit has not dried
sufficiently to allow back filling, an
extension on the time requirement 12. Other information:
for back filling the pit will be
requested. Once reclamation A) Vegetation
activities have begun, they shall be
completed within 30 days. The vegetation coverage is

Slight. The majority of the
After the reserve pit has been existing vegetation consists of
reclaimed, no depressions in the Sagebrush. Rabbit brush,
soil covering the reserve pit will be Bitter Brush, and Indian Rice
allowed. The objective is to keep grass are also found on the
seasonal rainfall and run off from location.
seeping into the soil used to cover
the reserve pit. Diversion ditches B) Dwellings:
and water bars will be used to
divert the run off as needed. There are no dwelling or other

facilities within a one-mile
When restoration activities have radius of the location.
been completed, the location site
and new access road cuts and C) Archeology:
shoulders shall be reseeded. Prior
to reseeding, all disturbed areas will The location has been surveyed.
be scarified. And left with a rough A copy of that survey will be
surface. forwarded to your office.

A) Seeding dates: If, during operations, any
archaeological or historical

Seed will be spread when sites, or any objects of antiquity
topsoil is stock piled and when (subject to the antiquities act of
reclamation work is performed. June 8, 1906) are discovered, all

operations which would affect
The seed mix and quantity list such sites will be suspended and
will be used whether the seed is the discovery reported promptly
broadcast or drilled. to the surface management

agency.
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been off production for
more than 90 days.

D) Water:
G) Flare pit:

The nearest water is the
White River located The flare pit will be located in
approximately 5 miles to the corner C of the reserve pit out
South, side the pit fences and 100 feet

from the bore hole on the east
E) Chemicals: side of the location. All fluids

will be removed from the pit
No pesticides, herbicides or within 48 hours of occurrence.
other possible hazardous
chemicals will be used without
prior application. 13. Lessees or Operator's representative

and certification
F) Notification:

A) Representative
a) Location Construction

At least forty eight (48) William A. Ryan
hours prior to Rocky Mountain Consulting
construction of location Vernal, UT 84078
and access roads.

b) Location completion Office 435-789-0968
Prior to moving on the Fax 435-789-0970
drilling rig. Cellular 435-828-0968

c) Spud notice
At least twenty-four (24) All lease and/or unit operations
hours prior to spudding will be conducted in such a
the well. manner that full compliance is

d) Casing string and made with all applicable laws,
cementing regulations, onshore oil and gas
At least twenty-four (24) orders, and any applicable
hours prior to running notices to lessees. The operator
casing and cementing all is fully responsible for the
casing strings. actions of his subcontractors. A

e) BOP and related copy of these conditions will be
equipment tests furnished to the field
At least twenty-four (24) representative to ensure
hours prior to initial compliance.
pressure tests.

f) First production notice This drilling permit will be
Within five (5) business valid for a period of one year
days after the new well from the date of approval.
begins, or production After permit termination, a new
resumes after well has application will be filed for
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approval for any future
operations.

B) Certification:

I hereby certify that I, or persons
under my direct supervision, have
inspected the proposed drill-site
and access route, that I am
familiar with the conditions which
presently exist, that the statements
made in this plan are, to the best
of my knowledge and belief, true
and correct, and that the work
associated with the operation
proposed herein will be
preformed by Thurston Energy
Operating Company and its
contractors and subcontractors
in conformity with this plan and
terms and conditions with this
plan and the terms and conditions
under which it is approved.

Date 11/15/05

William A. Ryan, Age
Rocky Mountain Cons ting

Onsite Dates:



e 0
Statement of use of Hazardous Materials

No chemical(s) from the EPA's consolidated list of Chemicals Subject to Reporting
under Title III of the Superfund Amendments and Reauthorization, Act (SARA) of 1986
will be used, produced, transported, stored, disposed, or associated with the proposed
action. No extremely hazardous substances, as defined in 40 cfr 355, will be used,
produced, stored, transported, disposed, or associated with the proposed action.

If you require additional information please contact:

William A Ryan
Agent for Thurston Energy Operating CO
290 $ 800 E
Vernal, UT 84078

435-789-0968 Office
435-828-0968
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PHOTO V1EW: FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: NORTHWESTERLY
I

PHOTO VlEW: FROM BEGINNING OF PROPOSED ROAD CAMERA ANGLE: SOUTHEASTERLY

THURSTON ENERGY OPERATING COMPANY IDCATION PHOTOS I DATE TAKEN:1M&D5

DATEDRAWN;11-02-05

Thurston 10-15-9-24 TAKENBY: K.R.K. | DRAWN BY: BJL REVISED:
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THURSTO ENERGY OPERATIN COMPANY
CROSS SECTIONS

THURSTON 10-15-9-24

1" = so' STA. 3+45

EXISTING
GRADE FINiŠHED GRADE

L HOLE

o' STA. 1+65

NOTE:
1" = 50' STA. 0+43 UNLESS OTHERWISENOTED

ALL CUT/FILL SLOPES ARE
AT 1.5:1

i

Il

Pit overburden is included in pad cut.
1" = so' STA. 0+00 ESTIMATED EARTHWORKQUANTITIES

(No shrink or swell adjustrnents have been used)

REFERENCE POINTS (Expressed in Cubic Yards)

, , ITEM CUT FlLL 6" TOPSOlL EXCESS185 NORTHERLY = 5355.4
PAD 4,680 5,810 ToPsoil is

-1,130

235' NORTHERLY = 5352.5' not included
PIT 3,340 0 in Pad Cut 3,340

215' EASTERLY = 5364.5' TOTALS 8,020 5,810 1,500 2,210
265' EASTERLY = 5366.9' Excess Material after Pit Rehabilitation = 540 Cu. Yds.

Section 15, T9S, R24E, S.L.B.&M. Qtr/Qtr Location: NW SE Footage Location: 1864' FSL & 2085' FEL
Doate5Surv5eyed: Date Dra5wn: Date Last Revision: (415) 789-1365 SHEET

Land Surveying, Inc. 4Surveyed By K.R.K. Drawn By: J.R.S. Scale: 1" = 50' 38 WEST 100 NORTH VERNAL,UTAH 84078 OF



TYPICAL RIG LAYOUT
THURSTON 10-15-9-24

PROPOSED ACCESS
ROAD
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Section 15, T9S, R24E, S.L.B.&M. Qtr/Qtr Location: NW SE Footage Location: 1864' FSL & 2085' FEL
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Land Surveying, Inc. 5Surveyed By: K.R.K. Drawn By J.R.S. Scale: 1" = 50' 38 WEST 100 NORTH VERNAL,UTAH 84078 OF



THURSTO ENERGY OPERATING COMPANY
TYPICAL PRODUCTION LAYOUT

THURSTON 10-15-9-24

WELL HEAD

PIT AREA
Le o

2 300 bbl
Tanks & Berm

Separator,
Dehydrator &
Meter

Dump Lines

I

Section 15, T9S, R24E, S.L.B.&M. Qtr/Qtr Location: NW SE Footage Location: 1864' FSL & 2085' FEL
00ate 5Surv5eyed: Date Dra5wn: Date Last Revision: (4]S) 789-1365 SHEET

Land Surveying, Inc. 6Surveyed By K.R.K. Drawn By: J.R.S. Scale: 1" = 50' 38 WEST 100 NORTH VERNAL,UTAH 84078 OF
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 11/18/2005 API NO. ASSIGNED: 43-047-37404

WELL NAME: THURSTON 10-15-9-24

OPERATOR: THURSTON ENERGY ( N2790 )

CONTACT: BILL RYAN PHONE NUMBER: 435-789-0968

PROPOSED LOCATION:

NWSE 15 090S 240E INSPECT LOCATN BY: / /
SURFACE: 1864 FSL 2085 FEL Tech Review Initials Date
BOTTOM: 1864 FSL 2085 FEL

UINTAH Engineering

WILDCAT ( 1 ) Geology

LEASE TYPE: 3 - State Surface
LEASE NUMBER: ML-28042

SURFACE OWNER: 1 - Federal
LATITUDE: 40.03373

PROPOSED FORMATION: CSLGT

COALBED METHANE WELL? NO LONGITUDE: -109.1974

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

V' ,Plat R649-2-3.

V Bond: Fed[] Ind[] Sta[] Fee[]
Unit

(No. )
Potash (Y/N) þ/' R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

Water Permit R649-3-3. Exception
(No.T75376 )

Drilling Unit
RDCC Review ( /N)

Board Cause No:(Date: 12/06/2005 )
Eff Date:

Fee Surf Agreement (Y/N) Siting:

NAR Intent to Commingle (Y/N)
.R649-3-11. Directional Drill

COMMENTS:
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PP OIL WATER SUPPLY PREPARED BY:DIANA WHITNEY
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DIVISION OF OIL, GAS AND MINING
APPLICATION FOR PERMIT TO DRILL

STATEMENT OF BASIS

OPERATOR: Thurston Energy Operating Company
WELL NAME & NUMBER: Thurston 10-15-9-24
API NUMBER: 43-047-37404
LOCATION: 1/4,1/4 NW/SE Sec:15 TWP: % RNG: 24E 1864 FSL 2085 FEL

Geologv/Ground Water:

Thurston has proposed setting 2,000 feet of surface casing cemented to surface. The depth of the moderately
saline water is estimated at 3,900'. A search of Division of Water Rights records shows 2 water wells within a
radius of 10,000' from the center of Section 15. The wells are more than a mile north and south of the
proposed well. Depths range from 100-250 feet. The wells are listed as being used for domestic and stock
watering purposes. The surface formation at this site is the Uinta Formation. The Uinta Formation is made up
of interbedded shales and sandstones. The sandstones are mostly lenticular and discontinuous and should not
be a significant source of useable ground water. The Green River Formation is expected to be very near the
ground surface. Freshwater aquifers can be found in the Green River Formation and should be protected.
Production casing cement should be brought up above the base of the moderately saline ground water in order
to protect fresher waters uphole.

Reviewer: Brad Hill Date: 01/23/06

Surface:

The surface rights at this location are owned by the Federal Government and administered by the BLM. The
operator is responsible for obtaining all required permits and rights-of-way from the BLM prior to making any
surface disturbance or commencine drilling.

Reviewer: Brad Hill Date: 01/23/06

Conditions of Approval/Application for Permit to Drill:



STATE OF UTAH, DIVISION OF WATER RIGHTS Page 1 of 3

State Online ServlÀesAgency List Business.utah.gov Search Utah.gov

WRPLAT Program Output Listing

Version: 2004.12.30.00 Rundate: 01/23/2006 02:46 PM

Radius search of 10000 feet from a point N2640 E2640 from the SW corner, section 15, Township 9S, Range 24E, SL b&m
Criteria:wrtypes=W,C,E podtypes=U status=U,A,P usetypes=all

O

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe
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Water Rights

WR WellDiversion Type/Location Status Priority Uses CFS ACFT Owner NameNumber Log
well PARTNERSHIP G.S. ZIEGLER &49-209 Underground .

- P 19551101 D 0.011 0.000
info COMPANY

N1350 W1800 SE 03 9S JENSEN UT 8403524E SL
49-267 Underground P 1925 S 0.016 0.000 JOSEPH P. HACKING

N2282 W262 SE 22 9S VERNAL UT 8407824E SL

Natural Resources | Contact | Disclaimer | Privacy Policy | Accessibility Policy

O

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe
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Well name: 11-05 Thurston 10-15-9-24
Operator: Thurston Energy Operation
String type: Surface Project ID:

43-047-37404
Location: Uintah County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 93 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 299 ft

Burst:
Design factor 1.00 Cement top: 306 ft

Burst
Max anticipated surface

pressure: 83 psi
Internal gradient: 0.436 psilft Tension: Non-directional string.
Calculated BHP 956 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 8,000 ft
Tension is based on air weight. Next mud weight: 8.600 ppg
Neutral point: 1,749 ft Next setting BHP: 3,574 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 2,000 ft
Injection pressure 2,000 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 2000 8.625 36.00 J-55 ST&C 2000 2000 7.7 143.5

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 873 3450 3.953 956 4460 4.67 72 434 6.03 J

Prepared Clinton Dworshak Phone: (801) 538-5281 Date: November 21,2005
by: Utah Div. of Oil &Mining FAX: (801)359-3940 Salt Lake City, Utah

ENGINEERING STIPULATIONS -

Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineeling responsibility for use of this design willbe thatof the
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Well name: 11-05 Thurston 10-15-9-24
operator: Thurston Energy Operation
String type: Production Project ID:

43-047-37404
Location: Uintah County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 177 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 4,189 ft

Burst
Max anticipated surface

pressure: 83 psi
Internal gradient: 0.436 psilft Tension: Non-directional string.
Calculated BHP 3,574 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 6,971 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 8000 4.5 11.60 N-80 LT&C 8000 8000 3.875 185.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 3574 6350 1.777 3574 7780 2.18 93 223 2.40 J

Prepared Clinton Dworshak Phone: (801) 538-5281 Date: November 21,2005
by: Utah Div. of Oil& Mining FAX: (801)359-3940 Salt Lake City,Utah

ENGINEERING STIPULATIONS -

Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibilityfor use of this design wi/Ibe thatof the



STATE ACTIONS
Resource Development Coordinating Committee

Governor's Office of Planning and Budget
5110 State Office Building

SLC, UT 84114
Phone No. 537-9230

1. State Agency 2. Approximate date project will start:
Oil, Gas and Mining
1594 West North Temple, Suite 1210 Upon Approval or December 5, 2005
Salt Lake City, UT 84114-5801

3. Title of proposed action:
Application for Permit to Drill

4. Description of Project:

Thurston Energy Operating Company proposes to drill the Thurston 10-15-9-24 well (wildcat) on
a State lease ML-28042, Uintah County, Utah. This action is being presented to the RDCC for
consideration of resource issues affecting state interests. The Division of Oil, Gas and Mining is the
primary administrative agency in this action and must issue approval before operations commence.

5. Location and detailed map of land affected (site location map required, electronic GIS map
preferred)

(include UTM coordinates where possible) (indicate county)
1864' FSL 2085' FEL, NW/4 SE/4,

Section 15, Township 9 South, Range 24 East, Uintah County, Utah
6. Possible significant impacts likely to occur:

Surface impacts include up to five acres of surface disturbance during the drilling and completion
phase (estimated for five weeks duration). If oil and gas in commercial quantities is discovered, the
location will be reclaimed back to a net disturbance of between one and two acres - not including
road, pipeline, or utility infrastructure. If no oil or gas is discovered, the location will be completely
reclaimed.

7. Identify local government affected
a. Has the government been contacted? No.
b. When?
c. What was the response?
d. If no response, how is the local government(s) likely to be impacted?

8. For acquisitions of land or interests in land by DWR or State Parks please identify state
representative and state senator for the project area. Name and phone number of state
representative, state senator near project site, if applicable:

a. Has the representative and senator been contacted? N/A

9. Areawide clearinghouse(s) receiving state action: (to be sent out by agency in block 1)
Uintah Basin Association of Governments

10. For further information, contact: 11. Signature and title of authorized officer

Diana Whitney Gil Hunt, Associate Director
Phone: (801) 538-5312 Date: November 21,



Diana Whitney - RDCC short turnarour ponses Page 1

From: Robert Clark
To: Whitney, Diana
Date: 11/28/2005 9:17:07 AM
Subject: RDCC short turnaround responses

The following comments are being submitted directly to DOG&M due to theirshort turnaround status.

The following comments are submitted for RDCC #5944-5949. The comments pertain to all projects.
Comments begin: The proposed North Horseshoe 12-7-6-22, 16-9-6-22, 14-10-6-22, 2-15-6-22, 4-15-6-
22, and 3-16-6-21 well drilling projects in Uintah County may require a permit, known as an Approval
Order, from the Utah Division of Air Quality if any compressor stations are constructed at the site. A
permit application, known as a Notice of Intent (NOI), should be submitted to the Executive Secretary at
the Utah Division of Air Qualityat 150 N. 1950 West, SLC, UT, 84116 for reviewaccording to the Utah Air
QualityRule R307-401. Permit Notice of Intent and Approval Order. The proposed project is also subject
to Utah Air QualityRule R307-205-3, Fugitive Dust, due to the fugitive dust that is generated during the
excavating phases of the project. These rules apply to construction activities thatdisturb an area greater
than 1/4 acre in size. A permit, known as an Approval Order, is not required from the Division of Air
Quality,but steps need to be takento minimize fugitive dust, such as, watering and/or chemical
stabilization,providing vegetative or synthetic cover and windbreaks. A copy of the rules may be found at
www.rules.utah.gov/publicat/code/r307/r307.htm

. Comments end.

The following comments are submitted for RDCC #5950-5952. The comments pertain to all projects.
Comments begin: The proposed Thurston 5-15-9-24, 13-29-9-24, and 10-15-9-24 welldrilling projects in
Uintah County may require a permit, known as an Approval Order, from the Utah Division of Air Qualityif
any compressor stations are constructàd at the site. A permit application, known as a Notice of Intent
(NOI), should be submitted to the Executive Secretary at the Utah Division of Air Qualityat 150 N. 1950
West, SLC, UT, 84116 for review according to the Utah Air QualityRule R307-401. Permit: Notice of
Intent and ApprovalOrder. The proposed project is also subject to Utah Air Quality Rule R307-205-3,
Fugitive Dust, due to the fugitive dust that is generated during the excavating phases of the project.
These rules apply to construction activitiesthat disturb an area greater than 1/4 acre in size. A permit,
knownas an Approval Order, is not required from the Division of Air Quality,but steps need to be taken to
minimizefugitive dust, such as, watering and/or chemical stabilization, providing vegetative or synthetic
cover and windbreaks. A copy of the rules may be found at
www.rules.utah.gov/publicat/codelr307/r307.htm

. Comments end.

Robert Clark

Division of Air Quality
536-4435

CC: Mcneill, Dave; Wright,
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Project Number: R Sponsor: Division of Oil, Gas and Mining
SLB&M: Sec. 15, T9S, R24E Counties Affected: Uintah
Description: Application for Permit to Drill

Comments:
Wellpad placement disturbs soils. Vegetative and/or structural measures to control
erosion shall be implemented within 60 days of initial soil disturbance to prevent erosion
leaving the site from exceeding the tolerable rate as determined by the local office of
USDA/NRCS.
Further, if vegetation surrounding the wellpad does not provide at least 60% ground cover
within 60 days of creating the wellpad, engineering practices shall be implemented within
those 60 days to control erosion. Such measures may include mulching, use of fiber mats,
cross slope trenching,contour furrows, rock dams, terracingor such other erosion control
practices as are required to prevent erosion from exceeding the tolerable rate.
In addition, no negative disturbance or degradation to or of surrounding or nearby soils,
native or beneficial vegetation, or riparian areas shall be permitted.
In addition, no spills of chemicals including hydrocarbons, lubricants, salt water,
antifreeze, or other potentially damagingmaterials shall be
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JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah
January 23, 2006

Department of
Natural Resources

MICHAEL R. STYLER Thurston Energy Operating Company
accutiveDirector PO Box 240
Division of Vernal, UT 84078

Oil, Gas & Mining

JOHN R. BAZA Re: Thurston 10-15-9-24 Well, 1864' FSL, 2085' FEL, NW SE, Sec. 15,Division Director
T. 9 South, R. 24 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-047-37404.

Gil Hunt
Associate Director

pab
Enclosures

cc: Uintah County Assessor
SITLA
Bureau of Land Management, Vernal District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458
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Operator: Thurston Enerav Operating Company
Well Name & Number Thurston 10-15-9-24

API Number: 43-047-37404
Lease: ML-28042

Location: NW SE Sec. 15 T. 9 South R. 24 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:

• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone
numbers (please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. State approval of this well does not supersede the required federal approval, which must
be obtained prior to
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Page 2
43-047-37404
January 23, 2006

7. This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established through an order of the Board of Oil, Gas and Mining (the
"Board"). In order to avoid the possibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.

8. Operator shall comply with applicable recommendations resulting from Resource
Development Coordinating Committee review. Statements attached.

9. Surface casing shall be cemented to the surface.

10. Cement volume for the 4 1/2" production string shall be determined from actual hole
diameter in order to place cement from the pipe setting depth back to 2500' MD as
indicated in the submitted drilling



February 21, 2006 ff
BLM, Vernal Field Office
170 South 500 East
Vernal, UT 84078

RE: Thurston 10-15-9-24
ML-28042

Dear Sir or Madam,

After onsite inspections, the proposed access route changed. The change is due to low
power-lines at the head of the access road. The access road is still within the
Archeological Cleared area. Please note the changes on the attached map.

Ginger Stringham
PO BOX 790203
Vernal, UT 84079
435-789-4162

Acceptedby the
Utah Divisionof

Oil,Gas and Mining

FORRECORDONLY

RECElVED
FEB24 2006

DIV.0FOIL,GAS&



PHOTO VIEW: FROM CORNER #5 TO LOCATIONSTAKE CAMERA ANGLE: NORTHWESTERLY
I

PHOTO VIEW: FROM BEGINN1NG OF PROPOSED ROAD CAMERA ANGLE: SOUTHEASTERLY

THURSTON ENERGY OPERATING COMPANY LOCATION PHOTOS DATETAKEN:10-15-D5

DATE DRAWN:11-0245

Thurston 10-15-9-24 TAKEN BY: K.R.K. DRAWN BY: SJ 2- REVISED

SECTION 15 , T9S, R24E, S.L.B.&M. Timberline Land Surveying, Inc. SHEET

1864' FSL & 2085' FEL 36 **" 2°° "°,'g ,,''',"gal, Utah 84078
OF



T9S, R24E, S.L B.&M. THURSTON ENERGY OPERATING COMPANY
S89°59'W

- 39.95 (G.L.O.) WELL LOCATION, THURSTON 10-15-9-24,
N8959'34"W - 2637.13' (Meas.) S8935'W - 39.67 (G.L.O.) LOCATED AS SHOWN JN THE NW 1/4 SE

Found 1977 Brass Found 1977 Brass 1/4 OF SECTION 15, T9S, R24E, S.L.B.&M.
ca o o Capel1 asbo5e nd UlNTAH COUNTY, UTAH.
Stones

WELLLOCATION: NOTES:
THURSTON10-15-9-24 1. Well footages are measured at right

angles to the Section Lines· NELEV. UNGRADED GROUND = 5364.9
Found 1977 Brass 2. Bearings are based on Global Positioning

01 | Cap 1' above Satellite observations,
.E | ground. Pile of

Stones

1/4 Corner not
monumented

o Proposed

Lot 1

THIS IS TO CERTIFY gTRUA/@ PLAT WAS
PREPARED FROM FI gO F AL SURVEYS

oi MADE BY ME OR Y SU AND THAT
. 4, N © THE SAME ARE T BOOOWÆl THE BEST OF

I MY KNOWLEDGE O' LIgLBY R.

Lot 3
RAY

Lot 4 o g, S -

Lot 2 oz REGIST 4 I g R
Found 1977 Brass o REGIS AT o. 1
Cap 0.2' aebove S STATE OF UTAH
Stones

N89°48'54"W - 2624.67' (Meas.) SB9 51'26"W - 2622.78' (Meas.) Found 1977 TIMBERLINE LAND SURVEYING, INC.N89°51'W
- 39.76 (G.L.O.) S89°51'W - 39.73 (G.L.O.) ra Cap. Pile 38 WEST 100 NORTH. - VERNAL, UTAH 84078

Pile of (435) 789-1365
stones THURSTON 10-15-9-24

A = SECTION CORNERS LOCATED (Proposed Well Head) DDATESUOR5VEYED:
SURVEYED BY: K.R.K. SHEET

BASIS OF ELEVATION IS BENCH MARK 46 EAM LOCATED IN NAD 83 Autonomous
,, DATE DRAWN

THE SW 1/4 OF SECTION 23, T9S, R24E, S.L.B.&M. THE LATlTUDE =
40° 02' 01.4 10-29-05 DRAWN BY: J.R.S. 2

ELEVATION OF TH1S BENCH MARK IS SHOWN ON THE LONGPTUDE=
109° 11' 53.9"

BONANZA 7.5 MIN. QUADRANGLE AS BEING 5550'- SCALE: 1" =
1000, Date Last Revised: OF



THURSTO NERGY OPERATING COMPANY
CUT SHEET

THURSTON 10-15-9-24 PROPOSED ACCESS
ROAD

60 STA. 3 45

CONSTRUCT /
DiVERSION
DITCH Existing ROUND CORNER TO

C/J.5

Drainage AVOID EXCESS FILL

NOTE:
Flare Pit is to be located
a min. of 100 from the
Well Head EXCESŠ TOPSOIL NOTE:MATERIAL C 4.3 DO NOT STRIP TOPSOlL BELOW

50 1.4 NIL NEGDRGRGADEBENEATH

20 MDE ENCH '..

Bt .

75
3 * 135 E/5.6

STA. 1+65

C 1.9 Proposed Well Head:
Ungraded Ground El. 5364.9'
Finished Grade El. 5363.2'

RESERVE
PlTS

.

(12' Deep)

Top of _ Exi ting
Cut Slope

___
Drainage

STA. 0+

Slope: 2:1 .

Btm Pit Toe of
Fill Slope

20' WIDEBENCH

C/0. 9
90'

35 STA 0+00

C/2 4

EXCESS
MA TR AL

. NESRS
ON D1 CH

CONTOUR INTERVAL = 2'

Section 15, T9S, R24E, S.L.B.&M. Qtr/Qtr Location: NW SE Footage Location: 1864' FSL & 2085' FEL
Date Surveyed: Date Drawn: Date Last Revision: (435) 789-1365 SHEET10-15-05 11-2-05 01-27-06 B.J.S. ALa,nd Surveying, Inc. JSurveyed By K.R.K. Drawn By J.R.S. Scale: 1" = 50' 38 WEST 100 NORTH VERNAL,UTAH 84078 OF



THURSTO ENERGY OPERATIN COMPANY
CROSS SECTIONS

THURSTON 10-15-9-24

= 50' STA. 3+45

EXISTING
GRADE FIN SHED GRADE

LL HOLE

= 50' STA. 1+65

NOTE:
1" = 50' STA. 0+43 UNLESS OTHERWISENOTED

ALL CUT/FlLL SLOPES ARE
AT 1.5:1

Il

Pit overburden is included in pad cut.
Y = so' STA. 0+00 ESTIMATED EARTHWORK QUANTITIES

(No shrink or swell adjustments have been used)

REFERENCE POINTS (Expressed in Cubic Yards)

, , ITEM CUT FlLL 6" TOPSOIL EXCESS185 NORTHERLY = 5355.4
, PAD 4,680 5,810 ToPsoil is

-1,130

235' NORTHERLY = 5352.5 not included
PIT 3,340 0 in Pad Cut 3,340

215' EASTERLY = 5364.5' TOTALS 8,020 5,810 1,500 2,210
265' EASTERLY = 5366.9' E×cess Material after Pit Rehabilitation = 540 Cu. Yds.

Section 15, T9S, R24E, S.L.B.&M. Qtr/Qtr Location: NW SE Footage Location: 1864' FSL & 2085' FEL
Date5Surv5eyed: Date Dra5wn: Date Last Revision: (4]S) 789-1365 SHEET

Land Surveying Inc. 4Surveyed By K.R.K. Drawn By: J.R.S. Scale: 1" = 50' 38 WEST 100 NORTH WRNAL, UTAH 84078 OF



THURSTO ENERGY OPERATING COMPANY
TYPICAL RIG LAYOUT
THURSTON 10-15-9-24

PROPOSED ACCESS
ROAD

60'

iiiili
I I i

Flare
Pit 50' i i I

75'
DOG HOUSE
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S
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TOILET
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POWER

- TOOLS

FUEL

Slop : 1 2:

. 35'

T
NAG

I t

Section 15, T9S, R24E, S.L.B.&M, Qtr/Qtr Location: NW SE Footage Location: 1864' FSL & 2085' FEL
Date Surveyed: Date Drawn: Date Last Revision: (435) 789-1365 SHEET10-15-05 11-2-05 01-27-06 B.J.S. eLand Surveying, Inc. OSurveyed By K.R.K. Drawn By J.R.S. Scale: 1" = 50' 38 WEST 100 NORTH VERNAL, UTAH 8407 OF



THURSTO ENERGY OPERATING COMPANY
TYPICAL PRODUCTION LAYOUT

THURSTON 10-15-9-24

WELL HEAD

PIT AREA

2 300 bblc Tanks & Berrn
Separator,
Dehydrator &
Meter

Dump Lines

I

Section 15, T9S, R24E, S.L.B.&M. Qtr/Qtr Location: NW SE Footage Location: 1864' FSL & 2085' FEL
Date Surveyed: Date Drawn: Date Last Revision: (435) 789-1365 SHEET10-15-05 11-2-05 01-27-06 B.J.S.

Land Surveying Inc. 6Surveyed By: K.R.K. Drawn By: J.R.S. Scale: 1" = 50' 38 WEST 100 NORTH VERNAL,UTAH 84078 OF



. State High ay 45

9 Mies

. Proposed Well Location: see Topo B
Thurston 10-15-9-24

Bonanza

LEGEND THURSTON ENERGY OPERATING COMPANY
= PROPOSED WELL LOCATION = COUNTY ROADCLASs Thurston 10-15-9-24
=EX1STINGROAD &NUMBER SECTION 15, T9S, R24E, S.L.B.&M.
= EXISTINGROAD(TOBE IMPROVED) rFSL & 1085' FEL.... = PROPOSED ACCESS ROAD

N
TOPOGRAPHIC MAP "An DATESURVEYED:10-1545 Timberline Land Surveying, Inc. SHEET

DATE DRAWN: 11-0Z-05 38 West 100 North VernaL Utah 84078
SCALE: 1:100,000 DRAWN BY; B,LZ. REVISED: (435) 789-1365 OF
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11 '

State Highway 45 )

2
4

Proposed Access Road
2310 Feet '. Low - hanging

L ttle Bonan overhead powerline

Proposed WellLocation
Thurston 10-15-9-24

We e

7

BM 6434

LEGEND THURSTON ENERGY OPERATING COMPANY
PROPOSED ACCESS ROAD = LEASELINE AND / OR

--. = SUBJECT WELL PROPERTY LINE Thurston 10-15-9-24
•== •= = SHARED ACCESS

=EXISTINGROAD SECTION 15 , T9S, R24E, S.L.B.&M.
--- = EXISTlNGROAD (TO BE iMPROVED) 1864' FSL & 2085' FEL= COUNTY ROADCLASS&NUMBER

TOPOGRAPHIC MAP "B,, DATESURVEYED:10-15-05 I Timberline Land Surveying, Inc. SHEET
DATE DRAWN: 11.02-06 38 West 100 North Vernal, Utah 84078

SCALE: T' = 2000' DRAWN BY BJ.Z. REVISED: 01-27-06 B.J.S. (435) 789-1365 OF
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D e
State 14-16 Federa 21-14
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Proposed Well Location: O
,

Thurston 10-15-9-24 Rsw
12ML-14-9- 4

RSW
- 13ML- 9-24

vate

Bonanza Bonanza i
O 5-22-9-24 O 9 24-32 22

Bonanza -

WRNUM 49-267
Ctaim # U13134

LEGEND THURSTON ENERGY OPERATING COMPANY
= DISPOSAL WELL = WATER WELL Thurston 10-15-9-24
= PRODUCING WELL = ABANDONED WELL

¢ = SHUT IN WELL = TEMPORARILY ABANDONED SECTION 15 , T9S, R24E, S.L.B.&M.
o = PROPOSED WELL

= A
LNLDONED

LOCATION 1864' FSL & 2085' FEL

ITOPOGRAPHIC MAP "Cs DATESURVEYED:10-1545. Timberline Land Surveying, Inc. SHEET
DATEDRAWN:11-02-05 38 West 100 North VernaL Utah 84078 $

SCALE: 1" = 200& | DRAWN BY: BJl REVISED: (435) 789-1365 OF



Existing Pipe ine

5332

( TIE-IN POINT

2
4 -a

PROPOSED PIPELINE

oposed Access Road

3GO oposed Wel o tion:

APPROXIMATE PIPELINE LENGTH = 2,700 FEET
LEGEND THURSTON ENERGY OPERATING COMPANY

- - - -- = EXISTINGPIPELINE - =LEASELINEANDIOR Thurston 10-15-9-24
D

CEE SEROAD PROPERTYLINE

, SECTION 15 , T9S, R24E, S.L.B.&M.
1864' FSL & 2085' FEL

N
TOPOGRAPHIC MAP "D,, I DATESURVEYED:10-15-05 Timberline Land Surveying, Inc. SHEET

| DATE DRAWN: 11-02-05 38 West 100 North VernaL Utah 84078 10
1" = 1000' DRAWNBY: BJ.Z. REVISED: 01-27-06 B.J.S (435) 789-1365 OF



JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah February 26, 2007
Ginger StringhamDepartment of Thurston Energy Operating CompanyNatural Resources P.O. Box 240

MICHAEL R. STYLER Vernal, UT 84078
Executive Director

Division of
Oil, Gas & Mining

JOHN R. BAZA
Division Director Re: APD Rescinded -Thurston 10-15-9-24 Sec. 15 T. 9 R. 24E

Uintah County, Utah API No. 43-047-37404

Ms. Stringham:

The Application for Permit to Drill (APD) for the subject well was approved
by the Division of Oil, Gas and Mining (Division) on January 23, 2006. No drilling
activity at this location has been reported to the division. Therefore, approval to
drill the well is hereby rescinded, effective February 26, 2007.

A new APD must be filed with this office for approval prior to the
commencement of any future work on the subject location.

If any previously unreported operations have been performed on this well
location, it is imperative that you notify the Division immediately.

Sincerely,

Dia Mason
Environmental Scientist

cc: Well File
SITLA, Ed Bonner
Bureau of Land Management, Vernal

1594 West NorthTemple, Suite 1210, PO Box 145801, SaltLake City,UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 •TTY (801) 538-7458 •



STATE OF UTAH FORM 3DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING AMENDED REPORT

(highlight changes)
5. MINERALLEASE NO: 6. SURFACE:APPLICATION FOR PERMIT TO DRILL ML-28042 Federal

1A. TYPE OF WORK: DRILL REENTER DEEPEN 7. IF INDIAN,ALLOTTEEOR TRIBE NAME:

B. TYPE OF WELL: OIL GAS OTHER SINGLE ZONE MULTIPLEZONE
8. UN1Tor CA AGREEMENT NAME:

2. NAME OF OPERATOR:
9. WELL NAMEand NUMBER:Thurston Energy Operating Company Thurston 10-15-9-243. ADDRESS 02F40PERATOR:

ŒN S UT y, 84078
PHONE NUMBER: 1 D PO R T

4. LOCATIONOF WELL (FOOTAGES)
11.MERRIDAR SECTION, TO IP, RANGE,

AT SURFACE: 1864' FSL &2085' FEL VLI PLjg s( NWSE 15 9S 24EAT PROPOSED PRODUCING ZONE: Same as abovd.
14. DISTANCE IN MILESAND DIRECTION FROM NEAREST TOWN OR POSTOFFICE:

12. COUNTY: 13. STATE:38.1 miles south of Vernal, UT Uintah UTAH
15. DISTANCE TO NEAREST PROPERTY OR LEASE LINE(FEET) 16. NUMBER OF ACRES IN LEASE: 17. N JMBER OF ACRES ASSlGNED TO THIS WELL:1864'

616.59 4018. DISTANCE TO NEAREST WELL(DRILLING,COMPLETED,OR 19. PROPOSED DEFTH: 20. BOND DESCRIPTION:APPLIED FOR) ON THIS LEASE (FEET)
3,100 8,000 026943451021. ELEVATIONS (SHOW WHETHER DF, RT, GR, ETC.): 22. APPROXIMATE DATEWORK WlLLSTART: 23. ESTIMATEDDURATION:5,363 GR 5/1/2007 30 Days

24. PROPOSED CASING AND CEMENTINGPROGRAM
SIZE OF HOLE CASING SlZE, GRADE, ANDWEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY,YIELD,ANDSLURRY WEIGHT12 1/4 9 5/8 J-55 36# 2,000 Premium "5" 197 sks 3.82 11.0 PPG

Class "G" 159 sks 1.18 15.6 PPG
Class "G" 10-200 sks 1.15 15.8 PPG7 7/8 5 1/2 N-80 17# 8,000 Premium Lite Il 135 sks 3.38 11.0 PPG
Class "G" 694 sks 1.31 sks 14.3 PPG

25
ATTACHMENTS

VERIFY THE FOLLOWINGARE ATTACHEDINACCORDANCEWTH THE UTAHOIL AND GAS CONSERVATIONGENERALRULES:

WELL PLAT OR MAP PREPARED BY LICENSEDSURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN

2] EVIDENCE OF DIVISIONOF WATER RIGHTSAPPROVAL FOR USE OF WATER FORM 5, IF OPERATOR 15 PERSON OR COMPANYOTHER THANTHE LEASE OWNER

NAME(PLEASE PRINT) Ginger Stringham
TITLE Agent

SIGNATURE
MC \ ÛA A DATE 4/24/2007

(This space for State use only)
ST ATEAPPROVED B

I S ON OF RECEIVED
API NUMBERASSIGNED:

t:
O NING

pg ApprovBI D ATE:
DIVOFolL,GAS&MINING11/2001) gon is Nec essar y (setŠrtstio n e e



T9S, R24E, S.L B.&M. THURSTON ENERGY OPERATING COMPANY

S89°59'W
- 39.95 (G.L.O.) WELL LOCATION, THURSTON 10-15-9-24,

N89°59'34"W
- 2637.13' (Meas.) S89°35'W

- 39.67 (G.L.O.) LOCATED AS SHOWN IN THE NW 1/4 SE
a a all.

Found 1977 Brass Found 1977 Brass 1/4 OF SECTION 15, T9S, R24E, S.L.B.&M.
Cap 0.4' above Cap i' above ground UINTAH COUNTY, UTAH.
ground. Pile of Steel post 5 NELY.
Stones

WE LOCATION: NOTES:

THURSTON 10-15-9-24 1. Well footages are measured at right
angles to the Section Lines· NELEV. UNGRADED GROUND = 5364.9' Found 1977 Brass 2. Bearings are based on Global Positioning

moi I Cap 1' above Satellite observations.
.E ground. Pile of

Stones

1/4 Corner not 15
monumented

o Proposed

THIS IS TO CERTIFY gTill.L4g PLAT WAS
.. PREPARED FROM FI gO F , AL SURVEYS

MADE BY ME OR l JE Y SUP L. AND THAT
THE SAME ARE T NoGl§R C THE BEST OF
MY KNOWLEDGE D' E LigLBY R. y

Lot 3
RAY

Lot 4 o ..o

Lot 2
09 z REGIST i LgV' R

Found 1977 Brass REGIS AT o 1
grap 0.2' aebo S STATE OF UTAH
Stones

N89°48'54"W - 2624.67' (Meas.) S89 51'26"W - 2622.78' (Meas.) Four3 1977 TIMBERLINE LAND SURVEYING, INC.
N89°51'W - 39.76 (G.L.O.) ° S89°51'W

- 39.73 (G.L.O.) Bra Cap. Pile 38 WEST 100 NORTH. - VERNAL, UTAH 84078
Pile of (435) 789-1365
stones THURSTON 10-15-9-24

A = SECTION CORNERS LOCATED (Proposed Well Head) A SURVEYED:
SURVEYED BY: K.R.K. SHEET

BASIS OF ELEVATION IS BENCH MARK 46 EAM LOCATED IN NAD 83 Autonomous
,, DATE DRAWN·

THE SW 1/4 OF SECTION 23, T9S, R24E, S.L.B.&M. THE LATITUDE =
40° 02' 01.4,, 10-29-05

' DRAWN BY: J.R.S. 2
ELEVATION OF THIS BENCH MARK IS SHOWN ON THE LONGITUDE =

109° 11' 53.9
BONANZA 7.5 MIN. QUADRANGLE AS BEING 5550'- SCALE: 1" =

1000, Date Last Revised: OF
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Ten Point Plan

Thurston Energy Operating Company

Thurston 10-15-9-24

Surface Location NW ¼ SE ¼

Section 15, T.9S.
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1. Surface Formation

Green River

2. Estimated Formation Tops and Datum:
Formation Depth Datum
Green River Surface +5,363' G.L.
Birds Nest Water 1,600 +3,763'
Wasatch Oil/Gas 4,056 +1,307'
Mesaverde Oil/Gas 5,479 -116'

TD 8,000 -2,63T

A 12 ¼" hole will be drilled to 2,000' +/-. The hole depth will depend on the
depth that the Birds Nest Zone is encountered. The hole will be drilled 400'
beyond the top of the BirdsNest. All water and oil and gas baring zones shall
be protected by casing and cement program.

3. Producing Formation Depth:
Formation objectives include the Wasatch, Mesaverdeand there sub-members.

4. Proposed Casing:

Hole Casing Coupling Casing
Size Size Weight/FT Grade & Tread Depth New/Used
12 ¼" 9 5/8" 36# J-55 STC 2000 NEW
7 7/8" 5 ½" 17# N-80 LTC T.D. NEW

Cement Program:
The Surface Casing will be cemented to the Surface as follows:
Note: Cement amounts shown with 50% excess.
Casing Casing Cement Cement Cement Water Cement
Depth M Type Amounts Yield & Weight

Lead:
0-1,600' 9 5/8 Premium"S" 197 sks. +/- 3.82ft3/sk 23 11.0ppg

16% Gel
10 #/sk Gilsonite
3% Salt
3 #/sk GB3
0.25 #/sk Flocele

Tail:
1,600-2,000' 9 5/8 Class "G" 159 sks. +/- 1.18ft3/sk 5 15.6ppg

2% CalciumChloride
0.25 #/sk Flocele

Top Job:
9 5/8 Class "G" 10-200 sks. +/- 1.15ft3/sk 5 15.8 ppg

4% CalciumChloride
0.25 #/sk
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Production casing will be cemented to 1,800' or higher as follows:
Note: Tail should be 200' above the Wasatch.
Note: Cement amounts shown with 25% excess.
Casing Casing Cement Cement Cement Water Cement
Depth Rze Type Amounts Yield & Weight

Lead:
1,800'-3,803' 5 ½ Premium Lite II 135 sks +/- 3.38ft3ÍSk 20.52 11.0 ppg0.05 #/sk Static Free

0.25 #/sk Cello Flake
5 #/sk KOL Seal
0.005 gps FP-6L
8% Gel
0.5% R-3
0.5% FL-52

Tail:
3,803'-8,000' 5 ½ Class "G" 694 sks +/- 1.31ft3/Sk 5.91 14.3 ppg

0.05% Static Free
10%NACL
0.1% R-3
2% Gel

5. BOP and Pressure Containment Data:

A 3000-psi WP BOP system as described in the BOP and Pressure Containment
Data (attached) will be installed and maintainedfrom the 9 5/8" surface casing.
An upper kelly cock to the required pressure rating with a handle available shall
be employed.
The BOP system including the casing will be pressure tested to minimum
standards set forth in "On Shore Order #2". The BOP will be mechanically
checked daily during the drilling operation.

6. Mud Program:

Mud weight Viscosity Fluid Loss
Interval lbs./gal. Sec./OT. Ml/30 Mins. Mud Type

0-2000 Air/Clear Water ------ No Control Water/Gel
2000-T.D. 8.4-9.4 30-45 8-10 LSND

water based mud system

Note: Mud weights may exceed 9.4 due to solids increasing at or near T.D.
Increased weights are not required to control formationpressure.
Operator will have on location sufficient mud and weight material to increase
mud weight to 9.4 at any time while drillingthe subject well. Visual mud
monitoring incorporating pit level indicators shall be
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7. Testing, Coring, Sampling and Logging:

a) DST: None are anticipated.

b) Coring: There is the possibility of sidewall coring.

c) Mud Sampling: Every 10' from2000' to T.D.

d) Logging: Type Interval
DLL/SFL WlGR and SP T.D. to Surf. Csg
FDC/CNL W/GR and CAL T.D. to Surf. Csg

8. Abnormalities (including sour gas):

Based on off set wells anticipated bottom hole pressure will be less than 3000
psi. No abnonnal pressures, temperatures or other hazards are anticipated.
Other wells drilled in the area have not encountered over pressured zones or
H2S.

9. Other facets of the proposed operation:

Off Set Well information:
Abandon Location:

Federal 21-14
Shut in Well:

Dirty Devil 31-15 A
Water Well:

Federal 14-10

10. Drilling schedule:

The anticipated starting date is c'\ Duration of operations is
expected to be 30



ANULLAR 11"- 3000 PSI

PIPE RAM 11"- 3000 PSI
ADJUSTABLE

BLINDRAM 11"- 3000 PSI
2"

CHO

REMOTE CONTROL ",
CHOKE 2"

's 3" 3"

2" 2· 3" 3"
CHECK
VALVE 11"- 3000 PSI 2"

2"

ADJUSTABLE



e e
TYPICAL PRODUCTION LAYOUT

Durnp Lines

Separator,
Dehydrator &
Meter

2 300 bbi
Tanks & Berm

o

WELLHEAD

PIT



O O

THURSTON ENERGY OPERATING COMPANY

13 POINT SURFACE USE PLAN

FOR WELL

THURSTON 10-15-9-24

LOCATED IN NW ¼ SE ¼

SECTION 15, T.9S, R24E, S.L.B.&M.

UINTAH COUNTY, UTAH

LEASE NUMBER: ML-28042

SURFACE OWNERSHIP:
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1. Existing Roads: will be graded once per year

minimum and maintained.
Thurston Energy Operating CO

A) Approximate length 2310 ft
Thurston #10-15-9-24 B) Right-of-Way width 30 ft

C) Running surface 18 ft
Section 15, T9S, R24E D) Surface material Native soil

E) Maximum grade 5%
Starting in Vernal, Utah: F) Fence crossing None

G) Culvert None
Proceed in an easterly, then H) Turnouts None
southerly direction from Vernal, I) Major cuts and fills None
Utah along US Highway 40 J) Road Flagged Yes
approximately 3.3 miles to the K) Access road surface ownership
junctionof State Highway 45; exit Federal
right and proceed in a southerly L) All new construction on lease
direction along State Highway 45 Yes
approximately 33.4 miles to the M) Pipe line crossing No
junctionof the Little Bonanza
Road, County B Road 3430; exit Please see the attached location plat
right and proceed in a for additional details.
southwesterly direction along the
Little Bonanza road An off lease Right-of-Way will not
approximately 0.9 miles to the be required.
proposed access road; follow road
flags in a southeasterly direction All surface disturbances for the road
approximately 2,310 feet to the and location will be within the lease
proposed location. boundary.

Total distance from Vernal, Utah
to the proposed well location is 3. Location of existing wells
approximately 38.1 miles.

The following wells are located within
All existing roads to the proposed a one-mile radius of the location site.
location are State of Utah, BLM
maintained or County Class D roads. A) Producing well None
Please see the attached map for B) Water well
additional details. WRNUM 49-267

C) Abandoned well
State 14-16

2. Planned access road Federal 21-14
D) Temp. abandoned well None

The proposed access road will be E) Disposal well
approximately 2,310' +/- of new Federal 14-10
construction on lease. The road F) Drilling /Permitted well

Thurston 5-15-9-24
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RSW 12ML-14-9-24 or off lease, of production, will have
RSW 13ML-14-9-24 prior written approval form the
Bonanza 9-24-32-22 authorized officer.
Bonanza 5-22-9-24

G) Shut in wells If the well is capable of economic
Dirty Devil 31-15A production a surface gas line will be

H) Injection well None required.
I) Monitoring or observation well

None Approximately 2,700' +/- of 3"
surface pipeline would be

Please see the attached map for constructed on Federal Lands. The
additional details. pipeline will tie into the existing

pipeline in Sec 15, T9S, R24E. The
pipeline will be strung and boomed

4. Location of tank batteries, production to the north of the location and
facilities and production gathering parallel to the access roads.
service lines.

An off lease Right-of-Way will not
All production facilities are to be be required.
contained within the proposed
location site. Please see the attached Please see the attached location
plat plan for a typical gas well diagrams for pipeline location.
separator installation and well site There will be no additional surface
piping. disturbances required for the

installation of a gathering line.
All permanent (on site for more than
six months or longer) structures The gas meter run will be located
constructed or installed will be within 500' of the wellhead. The gas
painted a Carlsbad Canyon color. line will be buried or anchored down
Facilities required to comply with from the wellhead to the meter.
O.S.H.A. (Occupational Safety and Meter runs will be housed and/or
Health Act) will be excluded. The fenced.
required paint color is Carlsbad
Canyon. The gas meter will be calibrated and

All tanks will be surrounded by a the tank strapped in place prior to
dike of sufficient capacity to contain any deliveries. Tests for meter
the storage capacity of the largest accuracy will be conducted monthly
tank in the battery. The integrity of for the first three months on new
the dike will be maintained. meter installations and at least

quarterly thereafter. The authorized
The operator will adhere to all site officer will be provided with a date
security guidelines and regulation and time for the initial meter
identified in 43 cfr 3126.7. calibration and all future meter-

proving schedules. A copy of the
All off lease storage, off lease meter calibration report will be
measurement, commingling on lease submitted to the BLM's Vernal
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District office and State of Utah, drilling will come from a frac
Division of Oil, Gas, and Mining. tank placed on location and from
All measurement facilities will the rig tank. The pit will be used
conform to API (American to hold non-flammable materials
Petroleum Institute) and AGA such as cuttings, salt, drilling
(American Gas Association) fluids, chemicals, produced
standards for gas and liquid fluids, etc.
hydrocarbon measurement.

B) Produced fluids:

5. Location and type of water supply Produced water will be confined
to the reserve pit, or if deemed

Water for drilling and cementing necessary, a storage tank for a
will come from a municipal period not to exceed 90 days
source at 355 S 1000 E in Vernal, after initial production. During
UT. (Dalbo/A-1 Tank) the 90-day period an application

for approval for permanent
disposal method and location will

6. Source of construction materials be submitted to the authorized
officer.

All construction material for this
location site and access road shall be C) Garbage:
borrow material accumulated during
construction of the location site and A trash cage fabricated from
access road. Additional road gravel expanded metal will be used to
or pit lining material will be obtained hold trash on location and will be
from private resources. removed to an authorized landfill

location.

7. Methods for handling waste disposal D) Sewage:

A) Pit construction and liners: A portable chemical toilet will be
supplied for human waste.

The reserve pit will be
approximately 12 ft, deep and E) Site clean-up:
most of the depth shall be below
the surface of the existing ground After the rig is moved off the
Please see the attached plat for location the well site area will be
details. cleaned and all refuse removed.

The reserve pit will be lined.
8. Ancillary facilities

The reserve pit will be used to
store water for drilling. A semi- There are no ancillary facilities
closed system will be used to planned at this time and none are
drill the well. All fresh water for foreseen for the future.
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9. Well-site layout D) Standard steel, wood or pipe
posts shall be used between the

Location dimensions are as follows: corner braces. Maximum
distance between any two posts

A) Pad length 345 ft shall be no greater than 16 ft.
B) Pad width 260 ft
C) Pit depth 12 ft E) All wire shall be stretched by
D) Pit length 150 ft using a stretching device before
E) Pit width 75 ft it is attached to the corner posts.
F) Max cut 18.8 ft
G) Max fill 8.9 ft
H) Total cut yds. 8,020 cu yds 10. Plans for restoration of the surface
I) Pit location East end
J) Top soil location Prior to construction of the location,

North and West ends the top 6 inches of soil material will
K) Access road location be stripped off the location and the

West end pit area. The topsoil removed and
L) Flare Pit corner C piled will amount to approximately

1,500 cubic yards of material.
Please see the attached location Topsoil will be stockpiled in one
diagram for additional details. distinct pile. Placement of the

topsoil is noted on the attached
All pits will be fenced according to location plat. The topsoil pile from
the following minimum standards: the location will be seeded as soon

as the soil is stock piled with the
A) Thirty nine inch net wire shall seed mix listed. When all drilling

be used with at least one strand and completion activities have been
of wire on top of the net wire. completed and the pit back-filled
Barbed wire is not necessary if the topsoil from the pit area will be
pipe or some type of spread on the pit area. The pit area
reinforcement rod is attached to will be seeded when the soil has
the top of the entire fence. been spread. The unused portion of

the location (the area outside the
B) The net wire shall be no more dead men) will be re-contoured.

than 2 inches above the ground.
The barbed wire shall be 3 The dirt contractor will be provided
inches above the net wire. with an approved copy of the
Total height of the fence shall surface use plan prior to
be at leas 42 inches. construction activities.

C) Corner posts shall be cemented Changes to the drainage during the
and/or braced in such a manner construction activities shall be
to keep the fence tight at all restored to its original line of flow
times.
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or as near as possible when the pit B) Seed Mix:
is back-filled
All disturbed areas will be re- To be determined by the
contoured to the approximate Authorized Officer.
natural contours. Prior to back
filling the pit the fences around the
reserve pit will be removed. 11. Surface ownership:

The reserve pit will be reclaimed Access road Federal
within 90 days of well completion. Location Federal
If the reserve pit has not dried Pipe line Federal
sufficiently to allow back filling, an
extension on the time requirement
for back filling the pit will be 12. Other information:
requested. Once reclamation
activities have begun, they shall be A) Vegetation
completed within 30 days.

The vegetation coverage is
After the reserve pit has been Slight. The majority of the
reclaimed, no depressions in the existing vegetation consists of
soil covering the reserve pit will be Sagebrush. Rabbit brush,
allowed. The objective is to keep Bitter Brush, and Indian Rice
seasonal rainfall and run off from grass are also found on the
seeping into the soil used to cover location.
the reserve pit. Diversion ditches
and water bars will be used to B) Dwellings:
divert the run off as needed.

There are no dwellings or other
When restoration activities have facilities within a one-mile
been completed, the location site radius of the location.
and new access road cuts and
shoulders shall be reseeded. Prior C) Archeology:
to reseeding, all disturbed areas will
be scarified and left with a rough The location has been surveyed.
surface. A copy of that survey will be

forwarded to your office.
A) Seeding dates:

If, during operations, any
Seed will be spread when archaeological or historical
topsoil is stock piled and when sites, or any objects of antiquity
reclamation work is performed. (subject to the antiquities act of

June 8, 1906) are discovered, all
The seed mix and quantity list operations which would affect
will be used whether the seed is such sites will be suspended and
broadcast or drilled. the discovery reported promptly
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to the surface management begins, or production
agency. resumes after well has

been off production for
more than 90 days.

D) Water:
G) Flare pit:

The nearest water is the
White River located The flare pit will be located in
approximately 5 miles to the corner C of the reserve pit out
South. side the pit fences and 100 feet

from the bore hole on the east
E) Chemicals: side of the location. All fluids

will be removed from the pit
No pesticides, herbicides or within 48 hours of occurrence.
other possible hazardous
chemicals will be used without
prior application. 13. Lessees or Operator's representative

and certification
F) Notification:

A) Representative
a) Location Construction

At least forty eight (48) Ginger Stringham
hours prior to Paradigm Consulting
construction of location Vernal, UT 84078
and access roads.

b) Location completion Office 435-789-4162
Prior to moving on the Fax 435-789-8188
drilling rig. Cellular 435-790-4163

c) Spud notice
At least twenty-four (24) All lease and/or unit operations
hours prior to spudding will be conducted in such a
the well. manner that full compliance is

d) Casing string and made with all applicable laws,
cementing regulations, onshore oil and gas
At least twenty-four (24) orders, and any applicable
hours prior to running notices to lessees. The operator
casing and cementing all is fully responsible for the
casing strings. actions of his subcontractors. A

e) BOP and related copy of these conditions will be
equipment tests furnished to the field
At least twenty-four (24) representative to ensure
hours prior to initial compliance.
pressure tests.

f) First production notice This drilling permit will be
Within five (5) business valid for a period of one year
days after the new well from the date of approval.
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After permit termination, a new Self Certification Statement
application will be filed for
approval for any future The following self-certification
operations. statement is provided per Federal

requirements dated June 15, 1988.
B) Certification:

Please be advised that Thurston Energy
I hereby certify that I, or persons Operating Company is considered to be
under my direct supervision, have the operator of the following well:
inspected the proposed drill-site
and access route, that I am Thurston 10-15-9-24
familiar with the conditions which Section 15, T. 9S, R. 24E
presently exist, that the statements NW ¼ of the SE ¼
made in this plan are, to the best Lease ML-28042
of my knowledge and belief, true Uintah County, Utah
and correct, and that the work
associated with the operation Thurston Energy Operating Company is
proposed herein will be responsible under the terms and
preformed by Thurston Energy conditions of the lease for the operations
Operating Company and its conducted upon the lease lands.
contractors and subcontractors
in conformity with this plan and Bond UTB-000181 provides state-wide
terms and conditions with this bond coverage on all Federal Lands.
plan and the terms and conditions
under which it is approved.

Date 4/24/07

Ginger Stringham, Agent
Paradigm Consulting

Onsite Dates:
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Statement of use of Hazardous Materials

No chemical(s) from the EPA's consolidated list of Chemicals Subject to Reporting
under Title III of the Superfund Amendments and Reauthorization, Act (SARA) of 1986
will be used, produced, transported, stored, disposed, or associated with the proposed
action. No extremely hazardous substances, as defined in 40 CFR 355, will be used,
produced, stored, transported, disposed, or associated with the proposed action.

If you require additional information please contact:

Paradigm Consulting, INC
Ginger Stringham, Agent for
Thurston Energy Operating Company
PO BOX 790203
Vernal, UT 84079

435-789-4162 Office
435-789-8188
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THURSTON gERGY OPERATING g)MPANY
CUT SHEET
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THURSTON gNERGY OPERATING gMPANY
CROSS SECTIONS

THURSTON 10-15-9-24

1" = 50' STA. 3+45

EXISTING

L HOLE

= 50' STA. 1+65

NOTE:
1" = 50' STA. 0+43 UNLESS OTHERW1SENOTED

ALL CUT/FILL SLOPES ARE
AT 1.5:1

Il

Pit overburden is included in pad cut.
1" = 50' STA. 0+00 ESTIMATED EARTHWORKQUANTITIES

(No shrink or swell adjustments have been used)
REFERENCE POINTS (Expressed in Cubic Yards)

, , ITEM CUT FILL 6" TOPSOlL EXCESS185 NORTHERLY = 5355.4
PAD 4,680 5,810 ToPsoil is

-1,130235' NORTHERLY = 5352.5' not included
PIT 3,340 0 in Pad Cut 3,340
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THURSTON glERGY OPERATING gMPANY
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State Highway 45

LEGEND THURSTON ENERGY OPERATING COMPANY
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/25/2007 API NO. ASSIGNED: 43-047-37404

WELL NAME: THURSTON 10-15-9-24

OPERATOR: THURSTON ENERGY ( N2790 ) PHONE NUMBER: 435-789-0968

CONTACT: BILL RYAN

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NWSE 15 090S 240E .Tech Review Initials Date
SURFACE: 1864 FSL 2085 FEL
BOTTOM: 1864 FSL 2085 FEL Engineering ) < L-
COUNTY: UINTAH

Geology
LATITUDE: 40.03373 LONGITUDE: -109.1974

UTM SURF EASTINGS:653803 NORTHINGS: 4432847 Surface

FIELD NAME: UNDESIGNATED ( 2 )

LEASE TYPE: 3 - State

LEASE NUMBER: ML-28042 PROPOSED FORMATION: CSLGT

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed[] Ind[] Sta[] Fee[]
Unit:

(No. 0269434510 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception
(No.T75376 )

Drilling Unit
RDCC Review (Y/N)

Board Cause No:(Date: 12/06/2005 )
Eff Date:

Fee Surf Agreement (Y/N) Siting:

Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:
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Well name: 11-05 Thurston 10-15-9-24amd
Operator: Thurston Energy Operation
String type: Surface Project lo:

43-047-37404
Location: Uintah County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 93 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 299 ft

Burst:
Design factor 1.00 Cement top: 525 ft

Burst
Max anticipated surface

pressure: 1,760 psi
Internal gradient: 0.120 psi/ft Tension: Non-directional string.
Calculated BHP 2,000 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 8,000 ft
Tension is based on air weight. Next mud weight: 9.400 ppg
Neutral point: 1,751 ft Next setting BHP: 3,906 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 2,000 ft
Injection pressure: 2,000 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (1bs/ft) (ft) (ft) (in) (ft3)
1 2000 9.625 36.00 J-55 ST&C 2000 2000 8.796 868.1

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 873 2020 2.315 2000 3520 1.76 72 394 5.47 J

Prepared Helen Sadik-Macdonald Phone: (801) 538-5357 Date: May 9,2007
by: Div of Oil,Gas & Minerals FAX: (801)359-3940 Salt Lake City, Utah

ENGINEERING STIPULATIONS -

Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the
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Well name: 11-05 Thurston 10-15-9-24amd
Operator: Thurston Energy Operation
String type: Production Project ID:

43-047-37404
Location: UintahCounty, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 177 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 2,734 ft

Burst
Max anticipated surface

pressure: 2,146 psi
internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 3,906 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 6,860 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 8000 5.5 17.00 N-80 LT&C 8000 8000 4.767 1044.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 3906 6290 1.610 3906 7740 1.98 136 348 2.56 J

Prepared Helen Sadik-Macdonald Phone: (801) 538-5357 Date: May 9,2007
by: Div of Oil,Gas & Minerals FAX: (801)359-3940 Salt Lake City, Utah

ENGINEERING STIPULATIONS-

Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design will be thatof the



Brad Hill - Re ÄPD Expirations P e 1

From: Gil Hunt
To: Ginger Stringham
Date: 4/26/2007 10:14:51 AM
Subject: Re: APD Expirations

Ginger,
It is my understanding that you have re-submitted the subject APDs and we will proceed to permit them
using the same API numbers to minimize confusion. The wells thatare located on BLM surface and State
minerals will not require an onsite by us. I can't however speak for the BLM.

As you are aware, we are considerably busier than in the past and have had to adopt some different
policies and procedures to optimize our timeand resources to better serve the operators and public. We
are required by Rule to issue drilling permits for a one-year period. We however, have a very simple and
effective process for issuing extensions for up to two additional years. We also have made available a list
of permit expiration dates sorted by company on our web site to assist you. It is my understanding that you
were contacted more than once about the expiration of the subject APDs prior to them being rescinded.

I am sorry for any inconvenience this may have caused you. Please don't hesitate to contact us in the
future if you have questions or concerns about drilling permits and their possible expiration.

Sincerely,

Gil Hunt
Associate Director, Oil & Gas
Utah Division of Oil, Gas & Mining
801-538-5297

>>> Ginger Stringham <gs_paradigm@yahoo.com> 04/25/2007 7:04 PM >>>

Gil,

Please find the attached letter.

Thank you,

Ginger Stringham

Ahhh...imagining that irresistible "new car" smell?
Check outnew cars at Yahoo! Autos.

CC: BillRyan; Brad Hill; John
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JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah May 16, 2007

Department of
Natural Resources

MICHAEL R. STYLER Thurston Energy Operating CompanyExecutive Director
PO Box 240

Division of Vernal, UT 84078
Oil, Gas & Mining

,fo,, . Re: Thurston 10-15-9-24 Well, 1864' FSL, 2085' FEL, NW SE, Sec. 15,
T. 9 South, R. 24 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-047-37404.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Uintah County Assessor
Bureau of Land Management, Vernal Office
SITLA

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114-5801
telephone (801) 538-5340 • facsimile (80 l) 359-3940 • TTY (801) 538-7458 • www



Operator: Thurston Energy Operating Company
Well Name & Number Thurston 10-15-9-24
API Number: 43-047-37404
Lease: ML-28042

Location: NW SE Sec. 15 T. 9 South R. 24 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
action during drilling of this well:

• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to spudding the well - contact Carol Daniels
• Within 24 hours of any emergency changes made to the approved drilling

program - contact Dustin Doucet
• Prior to commencing operations to plug and abandon the well - contact Dan

Jarvis

The operator is required to get approval from the Division of Oil, Gas and Mining before
performing any of the following actions during the drilling of this well:

• Plugging and abandonment or significant plug back of this well - contact Dustin
Doucet

• Any changes to the approved drilling plan - contact Dustin Doucet

The following are Division of Oil, Gas and Mining contacts and their telephone numbers
(please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at: (801) 538-5338 office
(801) 942-0873 home

• Carol Daniels at: (801) 538-5284 office
• Dustin Doucet at: (801) 538-5281 office

(801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational





STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:
ML-28042

6. IF INDIAN,ALLOTTEE OR TRIBE NAME

7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, signitcantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER Thurston 10-15-9-24

2.NAMEOFOPERATOR: 9.APINUMBER:

Thurston Energy Operating Company 4304737404
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
290 South 800 East , Vernal UT 84078 (435) 789-0968 Bonanza

4. LOCATION OF WELL

FOOTAGESATSURFACE: 1864' FSL &2085' FEL COUNTY: UÍnÍS

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 15 9S 24E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATlON OF WELL SlTE OTHER: Extension
CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The operator respectfully requests a one year APD approval extension for the subject location.

Approved by the
Utah Division of

Oil,Gas and Mining

Date: M
By: COPYSENTTOOPERATOR

Initiais: N

NAME(PLEASE PRINT) Ginger Bowden TITLE Agent

SIGNATURE , ( , ( / A DATE

(This space for State use only) RECEiVED
APR28 2008

(5/2000) (See Instructions on Reverse Side) DIV.OFOIL,GAS&



Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 24304737404
Well Name: Thurston 10-15-9-24

Location: Sec. 15, T9S, R24E NWSE
Company Permit Issued to: Thurston Energy Operating Company
Date Original Permit Issued: 1/23/2006

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes O No O

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for this location? YesO No O

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesONolZI

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No El

Has the approved source of water for drilling changed? YesO NoO

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesONoO

Is bonding still in place, which covers this proposed well? YeslZINoO

Title: Agent

Representing: Thurston Energy Operating CO

RECEIVED
APR28 2008

DIV.0F OlL,GAS&



State of Utah
gy j DEPARTMENT OF NATURAL RESOURCES

--" MICHAELR. STYLER

JON M. HUNTSMAN, JR. Executive Director

Governor Division of Oil, Gas and Mining
GARY R. HERBERT JOHN R. BAZA
Lieutenant Govemor Division Director

June 3, 2009

Thurston Energy Operating Co.
290 South 800 East
Vernal, UT 84078

Re: APD Rescinded - Thurston 10-15-9-24, Sec.15, T.9S, R.24E
Uintah County, Utah API No. 43-047-37404

Ladies and Gentlemen:

The Application for Permit to Drill (APD) for the subject well was
approved by the Division of Oil, Gas and Mining (Division) on January 23, 2006.
On May 16, 2007 and on April 29, 2008, the Division granted a one-year APD
extension. No drilling activity at this location has been reported to the division.
Therefore, approval to drill the well is hereby rescinded, effective June 3, 2009.

A new APD must be filed with this office for approval prior to the
commencement of any future work on the subject location.

If any previously unreported operations have been performed on this well
location, it is imperative that you notify the Division immediately.

Sincerely,

D ana Mason
Environmental Scientist

cc: Well File
Ed Bonner, SITLA

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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